
GENERAL DATA

Type: Hermetic Scroll Compressor
Refrigerant: R404A
Application: MBP

Evaporating Temperature 
Range: -30°C to 10°C
Voltage/Frequency: 380-420 V 50 ~3 

460 V 60 ~3
Compressor Cooling: Static
Tube connections: Brazing
Packing Quantity: 9
Horse Power: 3
Oil Type:
Oil Initial Charge volume: l
Oil Recharge volume: l
Free Internal Volume: l - l
Refrigerant Charge: g

Institute Approvals:

OPERATING ENVELOPE
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MECHANICAL DATA

At maximum evaporating temperature and maximum ambient temperature.

ELECTRICAL DATA

At maximum evaporating temperature and maximum ambient temperature.

ELECTRICAL COMPONENTS

Component type Description Code

Run Capacitor: - - -

Starting Device: - - -

Start Capacitor: - - -

Motor Protection: Internal Protector - -

CSR Box: - - -

EXTERNAL CHARACTERISTICS

Base Plate Max Dimensions: -

Base Plate Holes Interaxis: -

Height: -

Compressor Shell Diameter: -

Hanger Tab: no

Oil Side Glass: no

Shape Material
Internal
Diameter (mm)

Suction Connector

Discharge Connector
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RATED POINTS

460V 60Hz 380V 50Hz

Conditions EN12900: Te -10Â°C; Tc 45Â°C; Rg 20Â°C; No subcooling; Ta 35Â°CEN12900: Te -10Â°C; Tc 45Â°C; Rg 20Â°C; No subcooling; Ta 35Â°C

Capacity (W) 5820 5016

Power Input (W) 2782 2335

COP (W/W) 2.09 2.15

Rated Load 
Amps RLA (A)

4.9 4.9

Locked Rotor 
Amps LRA (A)

45 45

Maximum 
Operating Current 
MOC (A)

6.9 6.9

Sound Power 
Level (dBA)

73 71
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PERFORMANCE CURVE DATA

Standard: en-12900 / W

Evaporating
Temperature

(°C)

Cooling
Capacity

(W)

Power
Consumption

(W)

Efficiency
(W/W)

35°C
Condensing

Temperature

10°C 11 612 2 299 5.05

5°C 9 828 2 220 4.43

0°C 8 275 2 137 3.87

-5°C 6 930 2 051 3.38

-10°C 5 773 1 963 2.94

-15°C 4 781 1 874 2.55

-20°C 3 934 1 785 2.20

-25°C 3 209 1 697 1.89

-30°C 2 585 1 611 1.60

45°C
Condensing

Temperature

10°C 9 962 2 693 3.70

5°C 8 447 2 613 3.23

0°C 7 132 2 526 2.82

-5°C 5 995 2 433 2.46

-10°C 5 016 2 335 2.15

-15°C 4 171 2 233 1.87

-20°C 3 440 2 127 1.62

-25°C 2 802 2 020 1.39

-30°C 2 233 1 911 1.17

50 Hz
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Evaporating
Temperature

(°C)

Cooling
Capacity

(W)

Power
Consumption

(W)

Efficiency
(W/W)

55°C
Condensing

Temperature

10°C 8 215 3 182 2.58

5°C 6 969 3 096 2.25

0°C 5 892 3 001 1.96

-5°C 4 964 2 897 1.71

-10°C 4 162 2 784 1.49

-15°C 3 465 2 665 1.30

-20°C 2 851 2 539 1.12

-25°C 2 298 2 409 0.95

-30°C 1 786 2 274 0.79
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